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MULTI -FLO 
Intermittent Pneumatic Compression Device 

Model #1C-1545-KT / #1C-1545-F  

INTRODUCTION   

 
The Multi -Flo Model #1545 Series is designed to provide two (2) distinctive modes of therapy: 
 

Model #1545-KT    DVT 

This model is designed to provide Intermittent Pneumatic Compression for maximum prophylaxis 

against Deep Vein Thrombosis with the garments applied ñbilaterallyò over either the Calves ( Knee 

High-(ñKò), the Thighs, or both the Calves and Thighs (ñTò). 

 

Model #1545-F        DVT 

As an alternative mode of DVT prophylaxis, Intermittent Pneumatic Compression is applied instead 

through bi-lateral Foot garments at an increased flow rate, higher pressure and quicker cycle. 

 

The Models#1545-KTand #1545-F are specifically indicated for bilateral prophylaxis against Deep 

Vein Thrombosis (DVT) and NOT to be used as a treatment for existing DVT where it is specifically 

contraindicated. 

 

DVT prophylaxis should be applied continuously, around the clock at the factory pre-set pressures 

previously indicated elsewhere in this manual, dependent upon the application site, unless otherwise 

ordered by the attending physician. A less aggressive treatment schedule is more commonly pre-

scribed by the physician post discharge in the home setting. 
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INTENDED USE 
 

When used with G1-3045-T Knee/Thigh or G1-3045-K Knee garments: 

Intended for prophylaxis of deep vein thrombosis 

When used with G1-3045-F Foot Garments: 

Intended  for prophylaxis of deep vein thrombosis 

Enhancement of venous and arterial circulation 

Prevention of venous stasis ulcers  

Assist in healing of cutaneous ulcers 

Reduction of acute and chronic edema 

Reduction of lower limb pain due to surgery or trauma 

Reduction of compartmental pressures 

 

CONTRAINDICATIONS  

Use of this device is contraindicated for patients with the following condition: 

Any local condition of the extremity that would interfere with its application, including, but not 

limited to: 

 Dermatitis 

 Immediately following vein ligature 

 Gangrene 

 Skin grafts 

 Casts or splints 

Severe arteriosclerosis or other ischemic vascular disease 

Pulmonary edema  

Congestive heart failure 

Suspicion or confirmation of the presence of existing DVT 

Infections of the limb, including cellulitis without appropriate antibiotic coverage for at least 72 

hours prior to treatment 

Presence of lymphangiosarcoma 

Inflammatory phlebitis or episodes of pulmonary embolism 
 

WARNINGS, CAUTIONS, PRECAUTIONS  

 

 WARNING: DO NOT use in the presence of flammable anesthetics  

 

CAUTION:  Federal law restricts this device to sale by, or on the order of, a licensed physician. 

 

CAUTION: Should the patient complain of increased pain, numbness or tingling, discontinue treatment immediately 

and contact the attending physician. 

 

CAUTION: High pressure should be set with caution on patients with  peripheral arterial occlusive disease. 
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 SYMBOL DEFINITIONS  
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

=ñREFER TO DOCUMENTATI ON BEFORE USING AND SERVICINGò 

 

 = ñTYPE BðAPPLIED PARTò 

 

 = ñCLASS II PROTECTIONò 

 

Pressure Gauge  

CONTROLS & INDICATORS  

Locking Knob 

MODELS # 1545-KT  

Lighted ON/OFF Switch 

Pressure Gauge 

MODELS # 1545-F 

Pressure Adjustment Knob 

Locking Knob 

Female Kwik Connectors 

Male Kwik Connectors 

Lighted ON/OFF Switch Pressure Adjustment Knob 

Pressure Gauge 
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The Multi-Flo Model #1545 Series pump is equipped with a grounded Hospital Grade Plug.  The 

plug is of the molded type, permanently attached to an 18 gauge, 10ò long cable, secured through the 

pump casing with a Heyco strain relief bushing. DO NOT use unless a tag is attached to cable which 

reads the following: 
 
NOTICE: ATTACH ONLY TO A RECEPTACLE MARKED ñHOSPITAL GRADEò OR 

ñHOSPITAL ONLYò FOR GROUNDING RELIABILBITY. 
 
For safe operation of the Multi Flo Model # 1545 Series pump in the home environment, ensure that 

the pump is powered only from a grounded AC outlet. 
 
Authorized service personnel, in addition to possessing proper tools and testing equipment, have ac-

cess to electrical schematics, calibration criteria and an inventory of identical replacement parts. 
 
In addition to possessing proper tools and testing equipment, authorized service personnel have ac-

cess to electrical schematics, calibration criteria and an inventory of identical replacement parts.  
 
CLASSIFICATION  
1. Class of protection against electrical shock.. 

CLASS II EQUIPMENT 

2. The degree of protection against electric shock.. 

APPLIED PARTðTYPE B 

3. Mode.. 

CONTINUOUS OPERATION WITH INTERMITTENT LOADING 

4. According degree of protection against ingress of water.. 

IPXO    

 

ON DEVICE LABELS  

 

ELECTRICAL SPECIFICATIONS  
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